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Abstract—As the amount of distributed generation (DG) is
growing worldwide, the need to increase the hosting capacity of
distribution systems without reinforcements is becoming nowa-
days a major concern. This paper explores how the DG hosting
capacity of active distribution systems can be increased by means
of network reconfiguration, both static, i.e., grid reconfiguration
at planning stage, and dynamic, i.e., grid reconfiguration using
remotely controlled switches as an active network management
(ANM) scheme. The problem is formulated as a mixed-integer,
nonlinear, multi-period optimal power flow (MP-OPF) which
aims to maximize the DG hosting capacity under thermal and
voltage constraints. This work further proposes an algorithm to
break-down the large problem size when many periods have to be
considered. The effectiveness of the approach and the significant
benefits obtained by static and dynamic reconfiguration options in
terms of DG hosting capacity are demonstrated using a modified
benchmark distribution system.
Index Terms—Active distribution system, distributed gener-
ation, hosting capacity, network switching, optimal power flow,
smart grids.
NOMENCLATURE
List of Acronyms
ANM Active network management.
APFC Adaptive power factor control.
DG Distributed generation.
DSO Distribution system operator.
MHC Maximum hosting capacity.
MINLP Mixed integer nonlinear programming.
NLP Nonlinear programming.
OLTC On load tap changing transformer.
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OPF Optimal power flow.
MP-OPF Multi-period optimal power flow.
RCS Remotely controlled switches.
Sets
Set of nodes.
Set of DG units.
Set of substations interconnecting the distribution
network with the upstream network.
Set of OLTC transformers.
Set of lines.
Subset of lines with remotely controlled switches.
Set of periods.
Continuous Optimization Variables
Installed active power capacity of DG unit at a
predefined location .
Amount of curtailed generation at node in period
.
Active power of the substations interconnecting
with the upstream grid in period .
Reactive power of the substations interconnecting
with the upstream grid in period .
Phase angle between voltage and current in period
which defines DG power factor .
Real component of complex voltage at bus in
period .
Imaginary component of complex voltage at bus
in period .
Binary Optimization Variables
Binary variable that models the on/off status
of a line switch over all periods (in static
reconfiguration).
Binary variable that models the on/off status
of a line switch in period (in dynamic
reconfiguration).
Parameters
Conductance of the branch linking nodes and .
Susceptance of the branch linking nodes and .
Shunt susceptance of the branch linking nodes
and .
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Peak load active power.
Peak load reactive power.
Scalar , allowing to define the
generation level in period relative to the
installed power, as and ,
respectively.
Scalar , allowing to define the load
level in period relative to the peak, as and
, respectively.
Minimum voltage limit.
Maximum voltage limit.
Maximum current of line linking nodes and .
“bigM”-type constant.
Minimum phase angle between voltage and current.
Maximum phase angle between voltage and current.
Duration of the period .
Scalar defining the maximum
allowed amount of curtailed energy relative to the
unconstrained energy harvest over all periods.
Switches status in DSO “business as usual”
topology.
Maximum allowed number of topology changes
in static reconfiguration.
Maximum allowed number of topology changes in
dynamic reconfiguration.
I. INTRODUCTION
T HE increase of the amount of distributed generation (DG)(e.g., wind, photovoltaic, etc.) at both medium and low
voltages is encouraged worldwide as a means to meet today's
stringent environmental constraints. DG installations are mainly
limited by operational constraints, like thermal limits, voltage
rise, or protection issues. The adoption of the “fit-and-forget”
principle, i.e., allowing accommodation of DG only if it does
not lead to constraint violation under the worst-case scenario,
leads, in many cases, to costly network reinforcements or lim-
ited DG capacity allowed to be connected. Furthermore, where
unbundling rules apply (as in Europe), distribution system oper-
ators (DSOs) have generally little or no control over DG place-
ment and size, provided that grid operational constraints are
satisfied. In this context, non-optimal DG locations may have
negative consequences in several respects: 1) failure to achieve
green energy targets, especially in countries with modest renew-
able energy resources, and 2) limited harvesting of the potential
DG benefits (e.g., deferral of load-led network reinforcements,
reduction in losses and carbon emissions, etc.).
To overcome the drawbacks of the “fit-and-forget” approach,
active network management (ANM) schemes have been pro-
posed as a solution to significantly increase the amount of DG
capacity, while exploiting DG benefits. Within this new para-
digm, centralized [1] or distributed [2] control schemes have
been proposed, together with additional communication, moni-
toring and control infrastructure, so as to manage DG output and
other potentially controllable network elements (e.g., on-load
tap changing transformers, etc.).
Although DG location and size is decided by the DG owner
according to the site climatic conditions, gas supplies and other
techno-economic criteria, differentiated connection charges and
regulatory rules can influence DG location decision. Therefore,
appropriate tools to determine the most suitable locations and
corresponding penetrations are very useful [3]–[5]. The assess-
ment of the distribution system DG hosting capacity and the
closely related problem of optimal DG siting and sizing have be-
come a major research focus [3]–[5]. Several approaches have
been investigated in this context including: linearized OPF [6],
[7], snapshot-based NLP OPF with additional constraints (e.g.,
on fault level [8]), multi-period NLPOPF [9], [10], multi-period
MINLP OPF [11], and snapshot-based metaheuristics (e.g., ge-
netic algorithm [12]–[14]).
However, these previous works did not explore available op-
tions to increase DG hosting capacity by network reconfigura-
tion. This idea has been articulated recently [15], [16] and its
potential benefits have been illustrated, on a snapshot-basis, by
simple topology enumeration [15] or genetic algorithm [16].
Network reconfiguration is a major DSO control means
which is used for various purposes such as: loss minimization
[17], [18], load balancing [18], post-fault service restoration
[19]–[21], reliability improvement [22], or multi-criteria anal-
ysis [22]. According to the distribution system operation time
frame network reconfiguration can be classified as:
• static reconfiguration which considers all (manually or re-
motely controlled) switches and looks for an improved
fixed topology at the planning stage (e.g., from an yearly/
seasonal basis up to operational planning);
• dynamic reconfiguration which considers remotely con-
trolled switching (RCS) in a centralized active network
management (ANM) scheme to remove grid congestions
in real time.
Static network reconfiguration has been very extensively
investigated so far, for snapshot-based loss minimization, re-
lying on approaches such as: mathematical programming (e.g.,
MINLP with complex voltages expressed in polar coordinates
[23], Benders decomposition approach applied to MINLP
formulation [24], mixed-integer conic programming [25], [26],
mixed-integer linear programming [25], [27], mixed-integer
quadratically constrained programming [28], etc.) or heuristic
techniques (e.g., branch exchange [18], [22], [29], [30], genetic
algorithm [21], [31], memetic algorithm [21], informed search
[20], harmony search algorithm [17], etc.).
Dynamic network reconfiguration has comparatively re-
ceived much less attention and has been studied using
approaches such as: linear programming [32], dynamic pro-
gramming [19], [33], or branch exchange-based heuristics [22],
[29].
The work described in this paper builds upon the NLP multi-
period OPF framework proposed in [9] by which centralized
ANM schemes are considered to cope with voltage rise and
thermal overload issues. The main contribution of this work is
that it further investigates, by means of a MINLP MP-OPF for-
mulation, the extent of the potential benefits from adopting static
and dynamic network reconfiguration as options to increase the
ability of distribution systems to host DG. Another contribution
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of this work is that it proposes an algorithm for reducing the size
of the MP-OPF for a large number of periods.
It is important to emphasize that, compared to most related
works in network reconfiguration, the proposed approach con-
siders: a different optimization goal, distributed generation, the
inherent time-varying (renewable) generation patterns and load
behavior which are aggregated into multi time periods, ANM
schemes, and both static and dynamic reconfiguration options.
Given these salient features and the adoption of rectangular co-
ordinates for voltages, the proposed problem formulation differs
fundamentally from other MINLP-based works on network re-
configuration such as [23] and [24].
The remaining of this work is organized as follows.
Section II presents the mathematical model of the MP-OPF
problem. Section III describes an algorithm to reduce the
problem size. Section IV provides extensive numerical results
with the method from the application of the approach on the
widely used 34-bus system from [18]. Section V discusses
different implementation aspects of the method. Finally, con-
clusions are drawn in Section VI.
II. PROBLEM FORMULATION
The optimization problem is formulated relying on rectan-
gular coordinates of complex voltages to alleviate problem non-
linearity:
where and are the real and imaginary components, respec-
tively, and is the voltage magnitude.
A. Objective Function
The goal of the optimization problem is to maximize the
overall amount of DG that can be hosted by the distribution
system. The corresponding objective function is called here-
after maximum hosting capacity (MHC):
(1)
where denotes the installed active power capacity of DG
unit at a predefined location .
Although this formulation can account for discrete DG ca-
pacities [11], these are modelled as continuous variables. This
is due to the fact that this formulation aims to model the hosting
capabilities of the network rather than actually allocating DG
plants. In addition, this also reduces the computational burden
of the problem.
B. Constraints
1) Power Flow Equations: The active/reactive power bal-
ance equations at bus in each period are
(2)
(3)
where and denote the active and reactive power flows
between nodes and . Although the optimization model adopts
a constant power load model, other load models (e.g., voltage
dependent load model) can be incorporated straightforwardly.
2) Active/Reactive Powers on the Substations Intercon-
necting With the Upstream Grid:
(4)
(5)
3) Branch Current Limits:
(6)
where is a “bigM”-type constant properly chosen to relax
constraints (6), if line is open at the optimal solution, a fact
which is obtained as a result of the solution.
4) Voltage Limits:
(7)
5) Static Reconfiguration:
(8)
where models the DSO “business as usual” topology and
models an improved fixed topology over all periods. This con-
straint expresses the fact that the DSO is not willing to perform
static grid reconfiguration by using more than actions on
manually or remotely controlled switches.
6) Radiality: Because most distribution systems operate ra-
dially as a trade-off between investment cost (mainly in protec-
tion systems) and reliability, radiality is considered a constraint,
which is modeled in the following way:
(9)
The above constraint models the fact that the sum of statuses
of all lines must not change after static reconfiguration. How-
ever, this constraint may be insufficient to ensure radiality in
grids where there are some zero-injection nodes [28]. Actually,
the presence of zero-injection nodes could lead to tricky cases
because, at the optimal solution, these nodes can be isolated
whereas the network remains in a weakly meshed configuration
if this leads to a better objective and satisfies the problem con-
straints. A practical solution is adopted by which each zero-in-
jection bus is replaced with a very small reactive power load
(of value slightly above the power flow convergence tolerance),
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enforcing thereby that, in order to satisfy power flow equations,
the node is never isolated. As the number of zero-injection nodes
in a distribution system is generally small, this change does not
affect practically the result of the optimization.
C. Active Network Management
To assess the MHC improvement in the presence of ANM
schemes the corresponding constraints are modeled as follows.
1) Voltage Control (VC): The control of the secondary
voltage of the OLTC transformers can be incorporated into the
model by choosing properly the bounds and in
constraints (7) for the corresponding busbar.
2) Adaptive Power Factor Control (APFC): Control of the
DG power factor within some agreed range (e.g., be-
tween 0.95 lagging and 0.95 leading) can be modeled as
(10)
3) Energy Curtailment (EC): Curtailment of DG power
output can be limited to avoid economic unviability. This is
modelled with the following constraint:
(11)
where is the duration of the period is a scalar managing
the amount of curtailed energy relative to the unconstrained en-
ergy harvest over all periods .
Furthermore the active power curtailment of DG units is
upper bounded by the DG plant production in period :
(12)
4) Dynamic Reconfiguration: The ability of the DSO to ac-
tively operate RCS to remove constraints in real-time can be
modeled by the following constraint:
(13)
This constraint models the DSO practical requirement to per-
form a limited number of switching actions to transfer
from one state to another, where models the possibility to
act on RCS in period .
Note that this constraint is different from the static reconfig-
uration (8), as it considers only RCS and is period-dependent.
Furthermore, this constraint imposes additional radiality con-
straint:
(14)
This models the fact that the sum of statuses of lines with RCS
must not change after reconfiguration at every period .
D. Summary of Control Variables
The set of control variables of this optimization problem
comprises continuous variables ( ,
and at nodes where voltage is controlled) and binary
variables ( and ), whereas and at all nodes are
optimization variables.
E. Overview of the Proposed Method
An overview diagram of the proposedmethod in terms of data
inputs and operational options is given in Fig. 1.
III. REDUCING THE PROBLEM SIZE
The MP-OPF formulation (1)–(14) is a very challenging
MINLP problem due to the incorporation of network recon-
figuration. Indeed, this, in combination with the number of
periods to be considered, may lead to a very large combinatorial
space. As a consequence, the size of the problem becomes
significantly large and potentially unmanageable by current
commercial solvers. An effective reduction of periods is hence
essential in order to render the problem manageable and reduce
the computational burden of the MINLP MP-OPF problem.
Here, this is done by identifying the potentially binding (or
critical) periods which actually trigger network constraints.
Network reconfiguration (both static and dynamic) is inves-
tigated using the following iterative algorithm:
1) Initialize the set of potentially binding periods by selecting
only the worst-case demand/generation scenario.
2) Solve the MP-OPF model (1)–(14) by considering only the
current set of potentially binding periods.
Note that if dynamic reconfiguration is allowed, it is as-
sumed that the network topology change in a given period
impacts all subsequent periods, which keep therefore the
same topology, as long as a new topology change in an-
other period occurs.1
3) At the solution of the problem (i.e., new topology and DG
nominal capacity) check, using a classical power flow pro-
gram, whether there are operational constraints violations
in the remaining periods.
If the operational constraints of any period are satisfied,
then an acceptable solution of the MP-OPF problem is ob-
tained.
Note that if dynamic reconfiguration is allowed the fea-
sibility of every period which presents violated con-
straints is further individually checked by a special case of
MP-OPF model, which is formulated as follows:
(15)
(16)
(17)
(18)
(19)
(20)
(21)
In this formulation constraints (17), (18), and (19) are
relaxations of original operational constraints (6) and (7),
obtained by means of additional non-negative continuous
1Assume for instance the following set of periods
and that topology changes occur
in periods and . According to the periods processing in dynamic
reconfiguration, the grid operates in three different topologies between periods:
to (the original topology), to , and to , respectively.
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Fig. 1. Overview of the proposed method.
variables . This optimization problem
looks for optimal switching actions on RCS that minimizes
the degree of relaxation (or infeasibility) of the problem.
Note that if dynamic reconfiguration is needed to remove
violated constraints in a given period, the grid topology
is switched back in the next period to the safe topology
computed by MP-OPF in step 2, since the new topology
resulted after dynamic reconfiguration may not ensure
feasibility of subsequent periods.
4) For periods which lead to violated operational constraints
build up three period rankings according to the maximum
violation of: lower voltage limit, upper voltage limit, and
thermal limit, respectively. Pick up the top period2 from
each ranking and add it to the set of potentially binding
periods.
Go to step 2.
Although not described explicitly, the ANM schemes can be
incorporated straightforwardly in this algorithm.
IV. CASE STUDY
In this section, different cases involving potential DG sites,
reconfiguration strategies and the use of the ANM schemes are
studied considering a modified benchmark distribution system.
First, the network's maximum hosting capacity (MHC) is as-
sessed adopting static reconfiguration. Then, the benefit of dy-
namic reconfiguration as a single ANM scheme is assessed. The
combined benefits of static reconfiguration and classical ANM
schemes are explored next. Finally, the computational aspects
of the proposed technique for reducing the problem size are dis-
cussed.
2Note that if DG curtailment option is allowed, the curtailment may spread
over a significant number of periods, depending on the value of parameter .
Consequently, the algorithm performance requires further tuning regarding the
choice of the number of periods to be selected for inclusion into the MP-OPF
problem.
Fig. 2. One line diagram of the modified 34-bus distribution grid [18].
TABLE I
CHARACTERISTICS OF TEST DISTRIBUTION SYSTEM
A. Test System
The proposed approach is applied on the widely used 34-bus
12.66-kV distribution system [18]; see Fig. 2. This benchmark
system was modified to consider eight potential sites for DG.
A summary of the characteristics of the test system is given in
Table I. In the business as usual network operation, the normally
closed switches (s2 to s32) are called sectionalizing switches,
and the normally open switches (s33 to s37) are called tie (or
emergency) switches.
The peak load is 3.715MWand 2.3MVar. Theminimum load
is 40% of the peak. Eight potential sites for the deployment of
DG units (G1 to G8) are considered as shown in Fig. 2. A mix
of locations (mid and end points of feeders) for these generators
were chosen in order to mimic different types of connections.
B. Considerations
Unless otherwise specified, a set of 146 (aggregated) load
periods and two wind profiles (WP1 and WP2) from [9], and
shown in Fig. 3, are considered (i.e., historic demand and wind
data corresponds to central Scotland in 2003). Generators G1,
G2, G7, and G8 are assumed to follow WP1 whereas G3, G4,
G5, and G6 are assumed to behave according to WP2.
Three cases for the deployment of DG are considered:
• Case A: only two sites are available (G5 and G8);
• Case B: only six sites are available (G1, G2, G3, G4, G7,
and G8);
• Case C: all eight sites (G1 to G8) are available.
Theminimum andmaximumvoltage limits are set to 0.95 p.u.
and 1.05 p.u. at all nodes, respectively, aligned with MV limits
common in Europe. The voltage controlled by the OLTC at bus
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Fig. 3. Number of coincident hours during one year for 146 aggregated de-
mand/generation periods and two different wind sites [9]. The shaded cells in-
dicate the set of periods which have been found binding in the optimization
problems solved in the paper.
TABLE II
ORIGINAL CONFIGURATION: NOMINAL CAPACITY OF DG
UNITS (MW) AND MAXIMUM HOSTING CAPACITY (MHC)
0 has a deadband3 of 1.02 p.u. to 1.045 p.u. The thermal limit
of all lines is set to 6.6 MVA (which corresponds to a current of
300 A).
The MINLP optimization model has been developed in
GAMS version 23.9.3 [35] and is solved using the simple
branch and bound solver. All tests have been performed on a
PC of 2.8-GHz and 4-Gb RAM.
C. MHC for the Original Configuration
For benchmarking purposes, the network's maximum hosting
capacity is quantified for the original configuration (see Fig. 2)
and the three cases of available DG sites. The original configu-
ration is taken as that without any reconfiguration capabilities,
i.e., passive grid management. The results are shown in Table II.
As expected the largest hosting capacity is obtained in case C
due to the larger number of degrees of freedom for DG location
than in cases A and B. Note that, in cases B and C, the nominal
DG capacity at some locations is zero, which is a natural conse-
quence of the linear objective (1). As voltage rise is the limiting
constraint in all cases, results also confirm the principle that the
TABLE III
STATIC GRID RECONFIGURATION ONLY: NOMINAL CAPACITY OF DG
UNITS (MW) AND MAXIMUM HOSTING CAPACITY (MHC)
TABLE IV
SWITCHING ACTIONS FOR STATIC GRID RECONFIGURATION
closer the DG location is to the substation, the larger the nom-
inal capacity. Indeed, G1 is the most convenient DG location in
cases B and C as it is the closest to the substation.
D. MHC Using Static Reconfiguration
This study aims to analyze, using the iterative algorithm de-
scribed in Section III, the impact of static reconfiguration on
hosting capacity without ANM schemes. The static reconfigu-
ration approach means that a new feasible configuration to be
used during normal operation will be searched in order to in-
crease the MHC of the network.
It is important to emphasize that the MINLP MP-OPF
problem including all 146 periods cannot be solved to op-
timality due to both computer memory and internal solver
limitations. Such limitations are to be expected due to both
the very large combinatorial space of the problem (i.e.,
possible states stemming from 36 switches statuses) and large
size of each sub-problem (for fixed values of switches status
the MP-OPF problem size is roughly equivalent to an OPF
problem applied to a bus
system). Therefore, the proposed iterative algorithm is a useful
means to break-down the problem size.
The results at each iteration of the proposed algorithm are
gathered in Tables III–V. Table III reports, in columns that use
bold characters, the hosting capacity and the gain compared to
the original configuration for the three DG siting cases. Note
that, compared to the original configuration (see Table II), the
hosting capacity improves significantly in case B (51.8%) and
case A (26%), but little in case C (1%). This suggests that the
hosting capacity enhancement highly depends on DG siting and
therefore must be assessed on a case by case basis. Note also that
as no DG curtailment is in place, the capacity increase translates
proportionally into larger energy harvest.
3The lower bound has been chosen so that to ensure that all voltages in all
periods are above minimum limit.
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TABLE V
STATIC GRID RECONFIGURATION: PERIODS CONSIDERED
Table IV provides the switching actions in each case. Note
that the optimal static reconfiguration requires a reduced
number of switching actions (i.e., between two and eight)
which requires little implementation effort.
The proposed iterative algorithm is illustrated without loss
of generality in case A. First the MINLP MP-OPF optimiza-
tion problem is solved including only the worst-case scenario
(i.e., period 15 in Fig. 3, where only non-zero hours periods are
counted from top to down and left to right). For the obtained
new grid topology and DG nominal capacity the remaining 145
periods are checked for operational constraint violation. Voltage
limits are violated in most periods. Periods 129 and 134 are se-
lected to be included into optimization problem as they lead
to the worst upper and lower voltage limits violation, respec-
tively. The MINLP MP-OPF optimization problem including
these three critical periods is solved again and provides a new
static topology and DG nominal capacity. As for this new solu-
tion no constraint is violated in any period, the optimal solution
is found and the algorithm terminates. Table V yields the pe-
riods added successively into optimization. Critical periods on
both static and dynamic reconfiguration are shaded in Fig. 3.
From the results reported in these tables the following obser-
vations can be made:
• in all cases only 2–3 periods out of 146 are critical and
almost the same periods are included in the optimization
in every case (see Table V);
• the optimal solution does not correspond only to the worst-
case period (see column labeled “it. 1” in Table III) but is
strongly influenced by it;
• the algorithm needs a small number of (external) iterations
to converge, i.e., 2 loops in cases A and B, and 3 loops in
case C.
Table VI reports the hosting capacity and the gain compared
to the original configuration for the three DG siting cases and
three values of maximum allowed number of static reconfigu-
ration switching actions (where is the max-
imum). Table VII provides the switching actions in each case.
What is very important from this analysis is that a small number
of switching actions (e.g., 4 actions) is almost as effective as the
case with unlimited number of switching actions.
E. MHC Using Dynamic Reconfiguration
Here the impact on the hosting capacity from dynamic re-
configuration, as a single ANM scheme, will be assessed. To
investigate the benefits of dynamic reconfiguration, in the con-
text of future active/smart grids, two sets of 18 and 9 remotely
controlled switches (RCS) are considered.
The first RCS set comprises the 5 tie switches (s33, s34, s35,
s36, and s37) and 13 sectionalizing switches placed at key lo-
cations in the network, namely s2, s4, s6, s7, s10, s12, s14, s16,
s20, s21, s23, s27, and s31.
TABLE VI
STATIC GRID RECONFIGURATION ONLY: NOMINAL CAPACITY
OF DG UNITS (MW) AND MAXIMUM HOSTING CAPACITY (MHC)
TABLE VII
STATIC GRID RECONFIGURATION WITH LIMITED
NUMBER OF SWITCHING ACTIONS
TABLE VIII
DYNAMIC GRID RECONFIGURATION ONLY: NOMINAL CAPACITY
OF DG UNITS (MW) AND MAXIMUM HOSTING CAPACITY (MHC)
Table VIII reports the hosting capacity and the gain com-
pared to the original configuration for the three DG siting
cases and different values of , the maximum allowed
number of switching actions on RCS from one state to another.
Table IX provides the switching actions in each case.
By comparing Tables VI and VIII one can conclude that the
hosting capacity increase due to static and dynamic reconfigu-
ration is almost equal (the largest difference is of 3.6% in case
C). However, if only two switching actions are allowed, the dy-
namic reconfiguration outperforms the static one in all cases (the
largest difference is of 21.6% in case B). It also provides MHC
only slightly lower than the best MHC values (the largest dif-
ference if of 7.2% in case B).
Note that, although 18 RCS evenly distributed in the network
are available, only few switching actions are needed to reach the
optimum (4 actions in cases A and B, and 6 actions in case C).
Observe also that the larger the number of switching actions, the
larger the number of critical periods in which switching actions
are performed. The number of critical periods is 6, while only 4
periods are critical for static reconfiguration (see Table V).
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TABLE IX
SWITCHING ACTIONS FOR DYNAMIC GRID RECONFIGURATION
TABLE X
DYNAMIC GRID RECONFIGURATION ONLY: NOMINAL CAPACITY
OF DG UNITS (MW) AND MAXIMUM HOSTING CAPACITY (MHC)
The second set of RCS is a sub-set of the former and com-
prises the 5 tie-switches (s33, s34, s35, s36, s37) and 4 well
located sectionalizing switches (s7, s20, s23, s27). Table X pro-
vides the hosting capacity in the three cases. Observe that
2 switching actions are sufficient to maximize the hosting
capacity. By comparing the MHC from this table with that
of Table VIII one can notice that the MHC increase is only
slightly inferior to that obtained with the larger set of 18 RCS
(the largest difference is of 5.8% in case A). This proves that
a limited number of well located RCS can efficiently increase
the MHC.
Consequently, if a sufficient number of RCS are deployed at
key locations in the network, it is expected that, over the whole
set of periods considered, the dynamic reconfiguration has a
better performance in terms of hosting capacity than the static
approach. This is due to its ability to adapt to changing operating
TABLE XI
MHC (MW) FOR VARIOUS COMBINATIONS OF STATIC
RECONFIGURATION (SR) AND ANM SCHEMES
conditions. However, on the other hand, since the RCS actions
tend to be triggered often, the dynamic approach has some draw-
backs such as the wear and tear cost of the switching actions and
the risk of failure.
As, in this particular case study, the use of dynamic reconfig-
uration does not bring a significantly larger improvement over
the static reconfiguration, only the latter is investigated here-
after.
F. MHC Using Static Reconfiguration and ANM Schemes
This subsection focuses on the benefits on hosting capacity
from static reconfiguration (SR) in the presence of ANM
schemes such as OLTC-based voltage control (VC), adaptive
power factor control (APFC), and energy curtailment (EC).
The VC scheme assumes that the secondary voltage of the
OLTC transformer can be centrally controlled to operate out-
side original deadband (i.e., 1.02 p.u. to 1.045 p.u.) and adopts
the network voltage limits of 0.95 p.u. to 1.05 p.u. The APFC
scheme assumes that the power factor of each DG unit can be
controlled within the range 0.95 lagging to 0.95 leading. The EC
scheme assumes a percentage of allowed curtailed energy from
the total energy of 5%, i.e., the original capacity factor will be
affected by 5% at most.
Table XI reports the results obtained for the three DG siting
cases and various combinations of control variables in the ANM
scheme and static reconfiguration. Cases A0, B0, C0 correspond
to the hosting capacity in the original configuration without
static reconfiguration or ANM schemes. The following obser-
vations can be made:
• among all options taken individually, the VCANM scheme
(i.e., cases A2, B2, C2) leads to the largest improvement of
the hosting capacity in all cases;
354 IEEE TRANSACTIONS ON POWER SYSTEMS, VOL. 30, NO. 1, JANUARY 2015
TABLE XII
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• the APFC ANM scheme alone (i.e., cases A3, B3, C3)
leads to a significant improvement of the hosting capacity
but is however less efficient than the VC scheme;
• the combination of VC and APFC (i.e., cases A4, B4, C4)
improves very little the MHC, except for case A4;
• as found in other works [9], including EC leads to a sub-
stantial increase of MHC in all cases (e.g., 43.6% between
cases B5 and B4). In particular in case C, where the grid
capacity is “saturated” due to the even distribution of DG
and hence the alternative options are less effective in en-
hancing hosting capacity than in cases A and B, the EC
option doubles the MHC (e.g., case C5 versus case C4).
• considering static reconfiguration jointly with other ANM
schemes (e.g., cases A7, B7, C7) increases the MHC with
up to 36.7% (e.g., case B5 versus case B7) compared to the
ANM schemes (e.g., cases A5, B5, C5).
Although the static reconfiguration option is not as effective
as the ANM schemes, it leads to a considerable increase of the
grid capacity of up to 51.8%. Furthermore, it has a low cost and
can be readily implemented. These are significant advantages
over alternative ANM schemes which require communication
infrastructure or result in tear and wear cost (e.g., OLTC opera-
tion in the VC option).
G. Computational Performance
Table XII provides the range of computational time ob-
tained in the different cases investigated: static reconfiguration
(Table VI), dynamic reconfiguration (Table VIII) and var-
ious combinations of ANM schemes and grid reconfiguration
(Table XI).
From this table it can be observed that, when only continuous
variables (i.e., ANM options) are considered in the optimiza-
tion, computational times range from a few tens of seconds to
a few minutes. On the other hand, when only binary variables
(i.e., for static or dynamic reconfiguration) are used in the op-
timization, the computational effort increases significantly to a
few tens of minutes to several hours. Compared to the latter case
the computational burden increases little when both continuous
and binary variables are optimized together.
V. DISCUSSION
The approaches investigated in this paper are for planning
purposes and consequently their solution time scales can be con-
sidered acceptable. In addition, it is important to highlight that
to assess the corresponding performance the case study consid-
ered a significant hypothetical number of switches. In practice,
distribution networks do not have a large number of reconfigu-
ration options due to operational or safety aspects. This reduces
significantly the computational burden. Further reduction of the
computational effort can be obtained by various means such
as: parallelization of MINLP algorithms, use of more powerful
computer architecture, network model reduction using network
equivalents, etc. Consequently, the proposed approach could po-
tentially be used in large real-life distribution networks.
This work considers a single optimization objective and is
formulated as a MINLP problem. Other optimization tech-
niques such as meta-heuristics [17], [20], [21], [31] can also
be adopted. In particular, the approach could be extended to
consider the trade-off among different operational aspects such
as losses, reliability, number of switching actions, etc. [3], [4].
The proposed method has been illustrated for a set of multi-
periods (i.e., demand and two wind profiles) recorded in real-
world during one year [9]. However, the method is generic and
can incorporate samples from any kind of renewable energy
source. As the computed grid hosting capacity depends on such
input data, it is acknowledged that it is very challenging to define
properly those periods given the difficulties with obtaining good
forecast for some technologies even for the next 24 h. Therefore
the method should be extended to incorporate uncertainty re-
lated to renewable energy sources. The method can be also used
to trade-off between static and dynamic reconfiguration with re-
spect to seasonal changes in renewables output. Nevertheless,
the ultimate goal of our approach is to provide a way to assess
the grid capacity and thereby to aid planning investments in grid
reinforcement.
The DG curtailment approach adopted in the paper is simple
yet it provides a very good idea of how far DG penetrations can
go if each DG operator allows the same level of curtailment.
Other approaches, however, can certainly be implemented in the
methodology once defined [34].
Due to the planning focus of the proposed method, dynamic
reconfiguration operational aspects such as protection or the in-
teraction with network elements (e.g., capacitor banks) have not
been considered. This, however, can be implemented for in-
stance by taking into account fault level constraints [8] as well
as detailed models of network elements.
Finally, it is important to recognize that the proposed
dynamic reconfiguration algorithm, although for planning pur-
poses, assumes that in practice the responses are rapid. Hence,
for operational analyses, the information obtained from remote
controlled equipment and other sensors (such as smart meters)
should be considered.
VI. CONCLUSION
This paper proposes a multi-period OPF approach for as-
sessing the improvement of DG hosting capacity of distribution
systems by applying static reconfiguration or dynamic reconfig-
uration, together with active network management schemes.
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Results show that the application of static or dynamic recon-
figuration is an effective means to accommodate larger amounts
of DG in distribution systems without network reinforcement.
Furthermore, another noteworthy result for the studied bench-
mark network is that the optimal topology requires a limited
number of switching actions (e.g., 6 to 8 actions) which facil-
itates its implementation. In particular a very small number of
switching actions (e.g., 2 to 4) is almost as effective as the op-
timal solution.
The static reconfiguration is an efficient available solution
that can be used to assess and improve the hosting capacity in-
dependently of the more complex and CAPEX intensive ANM
schemes, e.g., as an intermediate step between currently passive
and future active distribution systems.
The effectiveness of dynamic reconfiguration heavily de-
pends on the number and deployment of available remotely
controlled switches. It can lead to larger DG hosting capacity
than static reconfiguration due to its ability to adapt to changing
operating conditions. However, since the remotely controlled
switching actions tend to be triggered often, the dynamic
approach has some drawbacks such as the wear and tear cost of
the switching actions and the risk of failure.
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